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Type A2FO

Detailed information:
RE 91401

Fixed displacement pumps
< Sizes 5 to 1000
< Axial tapered piston, bent-axis design 
< Open circuit
< Series 6
< Standard fixed displacement pump for any application 
< Robust and short taper roller bearing
< Service ports SAE or thraded
< Good suction characteristics
< Long-life bearing possible (sizes 250 to 1000)

Size 5 10 12 16 23 28 32 45

Nominal pressure bar 315 400 400 400 400 400 400 400

Peak pressure bar 350 450 450 450 450 450 450 450

Displacement Vg cm3 4.93 10.3 12 16 22.9 28.1 32 45.6

Speed 1) nmax min–1 5600 3150 3150 3150 2500 2500 2500 2240

Flow at nmax qV max L/min 27.6 32.4 37.8 50 57 70 80 102

Power 2) Pmax kW 14.5 3) 21.6 25 34 38 47 53 68

Torque 2) Tmax Nm 24.7 3) 65 76 101 145 178 203 290

Weight (ca.) m kg 2,5 6 6 6 9,5 9,5 9,5 13,5

1) values valid at an absolute 
pressure of 1 bar in suction 
port S

2) ∆p = 400 bar
3) ∆p = 315 bar
4) ∆p = 350 bar

Size 56 63 80 90 107 125 160 180

Nominal pressure bar 400 400 400 400 400 400 400 400

Peak pressure bar 450 450 450 450 450 450 450 450

Displacement Vg cm3 56.1 63 80.4 90 106.7 125 160.4 180

Speed 1) nmax min–1 2000 2000 1800 1800 1600 1600 1450 1450

Flow at nmax qV max L/min 112 126 144 162 170 200 232 261

Power 2) Pmax kW 75 84 96 108 114 133 155 174

Torque 2) Tmax Nm 356 400 511 572 678 795 1020 1145

Weight (ca.) m kg 18 18 23 23 32 32 45 45

Size 200 250 355 500 710 1000

Nominal pressure bar 400 350 350 350 350 350

Peak pressure bar 450 400 400 400 400 400

Displacement Vg cm3 200 250 355 500 710 1000

Speed 1) nmax min–1 1550 1500 1320 1200 1200 950

Flow at nmax qV max L/min 310 375 469 600 826 950

Power 4) Pmax kW 207 2) 219 273 350 497 554

Torque 4) Tmax Nm 1272 2) 1393 1978 2785 3955 5570

Weight (ca.) m kg 66 73 110 155 322 336
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Fixed displacement pumps
< Sizes 16 to 500
< Axial piston swashplate design 
< Open circuit
< Series 1 and 3
< Long bearing life
< Good suction characteristics
< Pump combinations possible
< Optional through-drive for mounting further pumps 
< Operation with HF fluids possible with reduced technical data (sizes 71 to 500)

Type A4FO

Detailed information:
RE 91455

Size 16 22 28 40

Nominal pressure bar 400 400 400 400

Peak pressure bar 450 450 450 450

Displacement Vg cm3 16 22 28 40

Speed 1) nmax min–1 4000 3600 3000 2750

Flow at nmax qV max L/min 64 79 84 110

Power ∆p = 400 bar Pmax kW 43 53 56 73

Torque ∆p = 400 bar Tmax Nm 102 140 178 254

Weight (ca.) m kg 13.5 13.5 13.5 16.5

1) values valid at an absolute 
pressure of 1 bar in suction 
port S

2) higher speeds permitted 
with high-speed version 

Size 71 125 250 500

Nominal pressure bar 350 350 350 350

Peak pressure bar 400 400 400 400

Displacement Vg cm3 71 125 250 500

Speed 1) nmax min–1 2200 1800 1500 2) 1320 2)

Flow at nmax qV max L/min 152 225 375 660

Power ∆p = 350 bar Pmax kW 91 131 219 385

Torque ∆p = 350 bar Tmax Nm 395 696 1391 2783

Weight (ca.) m kg 34 61 120 220


